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1.  

绝缘胶带

连接处

 

2.  

(1)  

(2) 

 

(3)  

压紧

压紧 压紧

使用的尾线需单独缠绕

防水胶带

压紧

不使用的尾线整体缠绕
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4. DC DC
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3* DC48V  1  

4 M6*25  1  

5* 5mm  1  
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PVC
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RS485

RJ45

光纤FC口及防尘帽

AUDIO POWER IN ALARM OUT

ALARM IN

11

22

65
76

87

54

33
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ALARM OUT GREEN : ALM OUT1+ ALARM IN GREY : ALM IN1 

YELLOW : ALM OUT1- GREEN : ALM IN2 

RED : ALM OUT2+ PURPLE : ALM IN3 

BLUE : ALM OUT2- BLUE : ALM IN4 

POWER IN RED : 48V+ IN ORANGE : ALM IN5 

BLACK : 48V- IN YELLOW : ALM IN6 

YELLOW&GREEN : GND RED : ALM IN7 

RS485 GREEN : RS485A BLACK : ALM GND 

YELLOW : RS485B AUDIO  WHITE : AUDIO OUT 

FC  FIBER 0 RED : AUDIO IN 

FIBER 1 BLACK : AUDIO GND 

RJ45 1000M LAN BNC BLACK : VIDEO OUT 
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 DC48V 10KA  

 50m   

   

 

  

 

 

 

  

 

  

 

4Ω 25mm2  
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4.4    

1.  

mm  

避雷针

云台必须安装
在避雷针45°
的范围内

45°

视频避雷针

通讯避雷针

电源避雷针

接地导线电阻
不大于4Ω

钢管护套
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2.  

M3 6  
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1.  

 

2. M6 25
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6 Web  
  

  IP / 192.168.1.13/255.255.255.0 

 192.168.1.1 

 

DHCP DHCP

IP IP  

 admin 

 123456 
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Web  

1. IE IE9 IP

Enter  

IE  

2. < > Web  
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DC48V  

DC48V DC36V 25%

DC36V  
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GPS
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 HTTP/SSL SSL HTTP  

 IP IP  

 

IP DMZ  

 

 

 

 

 

 

 UPnP UPnP

HTTP TCP  

 SNMP SNMP

SNMPV3  
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(Pb) 

 

(Hg) 

 

(Cd) 

 

(Cr(VI)) 

 

 

(PBB) 

 

 

(PBDE) 
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SJ/T 11364  

GB/T 26572

 

GB/T 26572

RoHS

RoHS  
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http://www.uniview.com/service_policy  

400-655-2828         

http://www.uniview.com/service 

http://www.uniview.com 

(SN & PID)  
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